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P 2001 P 3001

Pump 
Performance

Pump 
Performance

Model P 2001 N P 2001 H P 2001 V
Motor Type 415 V (3-Phase) 415 V (3-Phase) 415 V (3-Phase)

Motor Rating P² 5.8 kW 5.8 kW 5.8 kW

Max power input P¹  6.8 kW 6.8 kW 6.8 kW

Running Current 12 Amps 12 Amps 12 Amps

Dimensions (H x W) 686 x 364 mm

Discharge Spigots 2½", 3", 4"  BSP 2½", 3", 4" or Bauer

Weight (excl cable) 50 kg

Generator min 25 kva
rec 40 kva

Model P 3001 N P 3001 H P 3001 V
Motor Type 415 V (3-Phase) 240 V (1-Phase) 415 V (3-Phase)

Motor Rating P² 9.4 kW 9.4 kW 9.4 kW

Max power input P¹  10.8 kW 10.8 kW 10.8 kW

Running Current 18 Amps 18 Amps 18 Amps

Dimensions (H x W) 771 x 364 mm

Discharge Spigots 3", 4", 6"   BSP 3", 4"  or Bauer

Weight (excl cable) 70 kg (P 3001 N, P 3001 V)  
75 kg (P 3001 H)

Generator min 40 kva
rec 60 kva


